LINCOLN UNIVERSITY LIBRARY
CANTERBURY, N.2.

SPECIFICATTIOHDN

2]

AND SCHEDULE FOLs

The development of approximstely 10 acres of passive recreation loénd at Tueen “lizcbeth Park,

Paekakariki,

Submitted in v»artial fulfilment
of the requirements for the
Diplome of Landscape ‘irchiteeture
in the
University of Canterbury

a

oy
Jehe Petiie

Lincoln College

1972



LINGOLN UNIVERSITY LIBRARY
CANTERBURY, N.2.

CONTT TS
PART A Conditions of tender
B Special conditions of Contract
C Technical Specificetions @ Tarthworks
D Technical “vecifications : Carpenter
i Technicasl Specifications : Landscape Contractor

LINCOLN UNIVERSITY
LIBRARY
26 APR 12

RECEIVED ON
CANTERBURY, NEW ZEALAND




Part A

CONDITI_-NS OF TENDER

Standard Conditions of Tender

The Conditions of Tender for this Contract shall be Part 2 of the Conditions of Contract

NZSS 623, 1964 (printed) together with the following amendments and additional clauses.

Amendments to Part 2 - Tender

Clause 2.1.1. The word Engineer shall be amended to resd Landscape Architect.

Additional Clauses

(1) Interpretation of Specification

Should there be any doubt or obscurity as to the meaning of any of the documents
comprising the Contrsct, or @s to anything to be done or supplied, or as to &ny
other matter or thing, the persons tendering must set forth such doubt or obsenri.y
in writing and submit the same with the tender, together with 2 clear indication
as to what is provided for in the tender.

(ii) Variaticns tc Specification

Unless otherwise stated in the tender, the tendever will be assumed to have
accepted without reservation or amendment the whole of the specification. If
the tender is conditionsl upon any smend.ents to the specification, such

amendments must be clearly stated in a sepsrate document to be submitted with



the tender. Any amendments or additions so submitted will not be binding on the

client unless incorporated in any contract which may be made between the Landscape

architect and the tenderer.

(1ii) Accuracy of Tender

The client accepts no responsibility for the srithmetical or other accuracy of any
tender, Should it transpire after the contract has been let that there are
arithmetical mistakes in the accepted tender which would have increased the total
amount of the tender had such mistakes not been made, the contractor shall not be

entitled to any payment in respect of such mistakes.

L., v.ithdrawal of Tender

Should any tenderer withdraw his tender after tenders close, then the amount of
deposlt accompanying the tender may without prejudice to any other rights or remedies

of the client be forefeited absolutely to the client - &g for liguidated dsmages,

5e Tenders to be on the Official Forms

Tenders shall be submitted cn the Crfficial Forms of Tender ond shall be cccomnanied

by the Official Schedule of Bill of Costs, both duly completed by the tenderer.

6. Informalitv in Tenders

The Londscape !/rchitect reserves the right to woive cny informality in any tender.



Validity of Tender

Tenders shall remain valid for a2 period of 90 days imnediately following the date of

the c¢losing of tenders.

Bill of Costs

Tenderers shall submit with their tender a copy of the Rill of Costs duly priced

and completed in all respects.



PAET B SPECIAL CONDITIONS OF CONTRACT

(Modifying or extending the General Conditions of Contract as published in New Zesland
Standard Specification No. 623, 196l and subsequent amendments ).

1. ature, Location and Extent of .orite-

This is a lump sum contract for the development of approximately 410 acres oI passive
recreation land at “ueen Flizabeth Park, Paekakariki, the area is defined on the Location
Plan, sheet No. 4.

It is intended to leave ©ll the land in its existing form, with all proposed roads
following the Layout Plan on sheet No. 5.

On the site are to be constructed a notice board, elevated board-walk and = life-boat
rampe There is also extencsive tree planting as set out on sheet lio. 5.

The work is to be carried out in sccordance with the provisions of the Contract
Documents, which includes:-

(a) These conditions of contract
(p) The conditlons of Tenders and General Conditions of Contract for Civil Engineering

Lork, being N.eZ.3.3. 023 (incorvorating smendnents No.'s 1 and 2), a copy of which

is available for inspection at the Landscave Architect's Office.
(c) The svecifications
(a) The drawings

(e) The schedule of ‘uantities.



The Contractor shall submit @ complete schedule of cuantities and prices showing how
the lump sum has been calculated. Any alterations and additions will be based unon these
prices., The contractor is required to verify for himself the accuracy of the schedule,

and any items not scheduled or wrongly scheduled but required for the comnletion of tihe

job rust be inserted.

-+

3. S51

Tenderers shall insvect the site and meke themselves conversant with it and verify the
conditions regarding the contract, and shall also verify the ground levels, Site B.!l. level,

and dimensions before submitting a tender.

The contractor shall use only such means of access to the site as the Landscape

Architect shsll approve.

L Completiont—

At the completion of the job, the.site shall be left free of rubbish, and generally
clean, ready for the commencement by the landscape contractor; and shall be to the satisfaction

of the Landscape Architect, before the contractor removes his equipment from the site.
5 Drawings -
The drawlngs; being those indicated on sheet No.'s 5 and 6 of the folio of olans;:

and this specification shall be read in conjunction, and anything shown on the drawings and

not specified, and vice versa, shall be equally binding as though included in both. The



drawings shall be held to illustrate the oeneral character of the works, znd rarts not shown

sholl be constructed in accordance with the best trade practice for the class of work concerned.

6. Dimensions:-

Figured dimensions on drawings shall take preference to scaled dimensions, and large

scale drawings shall be given preference to smaller scale.

Te cymits, Licences, Weea:—

R11 permits, licenccs, ond foes necessary for all portions of the work shell be obtained
and peild for by the contrzactor. The Contractor shall comply with the requirements of the

Wellington City Council.

8. Variations

No extra charge will be payable unless ordered in writing by the Landscape ‘“rchitect,
any verbal instructions are deemed to be instructions for the proper execution of the work not

inveolving extra chargese.

9. l'aterials and VWorkmanship:-

A1l materials and workmanship shall comply with the N.Z. Standard Specifications, the
various specifications being relevant to each nart of the work. All workmanshlp shell be

carried out in accordance .ith the best trade practice.



10, Propress Payment :—

The Contractor shall submit 2 monthly claim in accordance with the Schedule of
"uantities for the work done during the month, Progress payments shall be made :onthly
on the certificate of the Landscape Srchitect and retention smounts will be withheld in

accordance with the Viages Protection a2nd Contractors Locn Act, 19329 and subseguent cmendments,

11, Alterations znd Additions:-

tny elterstions -l Guurtions shall be cerried out at the schedule rate rFor such worke
12, ngineer:—
The word 'Engineer' as defined in the N.Z.S.S. 623 shall be interpreted for the purpose

of this contract to mean the Landscspe Architect.,

13 Commencement : -

YWork shall be commenced not later than ...... errenas 1972,



Part C

TLECHINICAL SPHCIFICHTIONS

EALRTHL.OKKS

Note:- Teneral Clauses and Conditions of Tender shall be read as they apply to this trade,

1. General

survey reference points will be supplied by the Council. The Contractor shall employ
a reglistered surveyor or engineer to set out datum lines and level reference points for the

proposed roads as directed by the Landscape Architect.

2e Stoekpiling of Top Soil

———

All top soil removed during the stripping process for roads shall be stockpileq for

future spreading,

3 Removal of Obstructions

The Contractor shall remove a2t his own expense all obstructions as and when required
by the plans or where the proper construction =nd completion of the work require their
removal, Material that is removed as specified on the drawings, nor used in site filling

or landscaping, shall be removed from the site and disposed of at the Contractor's own expense,

All vegetation, such 2s roots, brush and all decayed vegetable matter, rubbish and
unsuitable material within the area of the work shall be stripped or otherwise removed

before grading is started.



5e ‘inigh

All proposed rozds shall be graded uniformly to the elevations shown on the drewingse The
finished surface shall be reasonably smooth, compacted and free from any irreguler surface
choanges. The degree of finish shsll be that ordinarily obtzinable from either blade-grader or
scraper operations. The finished surface shazll not be more than 0.2 feet above or below the
established grade. The surface of areas on which & base course is to be placed shall not vary

more than 0.05 feet from established grede and approved cross section.



Part D

CARPENTER
Note:~ General Clauses and Conditions of Tender shall be read as they apply to this trade.

1e Timbey 'llll_jt:)

All timber shall be the best of its kind and class, graded and classified in strict

accorcance with the lwtion2zl Grading Rules, and sultable for its purpose.

2, Seasoning

All timbers shall be seasoned in the open air or in an approved kiln. Such seasoning

shall take place before machining.
3. Treatment
All timbers specified to be of Pine, shall be pressure treated by the Tanslith class 2

or Bolidon 525 process in accordance with the provisions of N.Z.S5.S. C.P. 4 : N.Z. Standard

Code of Practice for timber vreservation a2nd shall have the maximum retentions.

L. Framing Generally

The whole of the Carpenter's work shall be undertaken in accordance with the hest trade

practice and fitted with all necessary bolts, screws etc as shown or as required.

5e Bolts

WVhere members are specifled to be bolted, the bolts, nuts and washers shall be galvanised.

6. Nails
All nails used shall be galvanised.



Part &

LANDSCAPE CONTLAACTOR

1e Plonting Opersations:-

(a) The Contractor shall be required to stake out on the ground locations for trees and
shrubs planted, 1n sccordance with Drawing No. 5, and obtain the approval of the Landscape
Architect before planting is begun.

(b) On excavation of the plant holes, the bases shall be loosened to a depth of 3 inches
end mixed with an equal amount of topsoil, A mound of soil shall be formed in the centre of
the hole to support the roots or ball of the plant. The protecting material surrounding the
roots shzall be carefully removed with & minimum of root disturbance and the plant sholl stand
at the same depth as it was in 1ts originel location.

(c) The plant hole shall be backfilled with topsoil and shall be carefully tramped into

place in & manner to avoid injury to the roots.

2 S3teking of Tree Specimens:-

A1l tree specimens shall be supported on their north-west sides with stakes which shall
be inserted before trees are placed in the holes., 3tekes shsll be of treated pine cond shall
have a maxirmun clear height of 4 foot six inches above the ground. Stakes of no less than
2 inches square shall be used and trees shall be tied to them »ith rubber or plastic ties
in such & manner so as not to strangle the trunk.

Any pruning necessary to improve the shave of the tree rmust be discussed with the Lend-

scape "rchitect before "ork 1is commnenced.



SCHEDULE OF TUANTITIES

It should be noted that the following quantities are the estimated qusntities of the
work and are not to be taken as the actual and correct quantities of the work to bs executed

by the Contractor in fulfilment of his obligetions under the contract.

PART C EARTHWORKS

Item Description dtr. Unit Rate $
1 Allow for complying with all conditions of
contract L.S5. 50,00
2 Allow for all setting out and survey work L.Se 150,00
3 Excavate and deposit topsoil where indicated 90 cub, yds. 1.20€ 105.00
Ly Provide, spread and comnact clay liner for roads
1800 cub. yds. 3.04C 4900.00
5 Provide, spread and compact sand/clay mix for
walking paths 900 cub. vds. L4.00 3600.00
6 Removal of obstructions off the site L.S. 150.00
7 Contingency fi,are 10% 35.00
8. Allow for any other items
Total ; 8885,.00

Carry to swuamery



PART D CARPENTUR

Note all rates of materials were extrected from the August 1972 Building Tconomist Journal,

VoL 1. Noe. 3.

Item Description Lty Unit kate S
Surf Club Ramp

1 battens, L x 2 170" F.B.I% 0.40 62.00

2 main bearers, 6 x 2 36! F.B.l. 0.52 18.20

3 cross bearers, 6 x 2 141 F.B.1, 0.52 750

N piles, 4 x 4 o) F.B. . 0.62 29,00
Notice Board

5 battens, L4 x 1 60" F.BeoMa 0.42 27.00
cross bearers, 4 x 2 15! F.B.IL 0.40 7.10

e allow for any other items

2 Contingency figure 5% 19,00

Total 5 159.60

Carry to swuary



PART E LALDSC"PE CONTRACTOR

Item Description “tYe Unit Rate 3
4 Allow for complying with all Conditions of

Contract L.S,. 50.00
2 £1low for setting out for nlsnting L.s. 100,00
3 Plant trees as suvecified L2 NO 10.00

h nllow for maintenance work over period

specified L.S. (say) 400,00

5 Allow for any other items
6 Contingency figure 15% 57.00
$ 507.00

Carry to sunmary.



SURMMARY OF SCHEDULE OF QUANTITINS

Part C Earthworks % 8885,00
Part D Carpenter 159,00
Part E Landscape Contractor 507.00
total tender price $ 9551.00



